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MOTOR MODEL NO.: GMR3340-27 REVISION HISTORY
ZONE | REV DESCRIPTION ECO DATE CHANGED | APPD
CONFIG. CODE: GMR3340-27-12401410-348A A | INITIAL DRAWING RELEASE 5127 | 01FEB19 | K HALE |RDM.
MOTOR CONSTANTS UNITS VALUE
DC TACHOMETER'S DATA CHART ENCODER'S DATA CHART
CONTINUOUS STALL TORQUE IN-LB 16 SENSITIVITY 7.0 V/1000 RPM £10% LINE COUNT 1000 PPR
i 0.067 V/RAD/SEC +10% 200 kHz MAX. (UP TO 85 °C)
PEAK TORQUE IN-LB 80 RIPPLE VOLTAGE 1% AVERAGE TO PK FREQUENCY RESPONSE 100 kHz MAX. (UP TO 100 °C)
TORQUE CONSTANT (K7)  IN-LB/AMPS 2.25 DC RESISTANCE 70 OHMS +12.5% RISE AND FALL TIME 100 nSEC. MAX.
RA* OHMS .90 INDUCTANCE 12 59 X 10-3 N+ m MAX.
INDUCTANCE (L A) * MHY 1.3 97-3102A-20-27P(946) MIN. LOAD RESISTANCE | 7000 OHMS FRICTION TORQUE (60 g - cm MAX.)
-6 em?2
BEMF * VOLTS/1000 RPM 27 PIN] _FUNCTION PIN FUNCTION AR OPERATING SPLED BLUU RPM ROTOR MOMENT OF INERTIA (11 ) g1—0 cmlégM/r\nx.)MAX'
MAXIMUM SPEED RPM 3300 /Q %F\%éll_(IE C(*g T Fli I\BASIIS;(C).C.W. (+) MAX. SPEED 100 S-1 (6000 RPM)
INERTIA (J IN-LB-SEC 2 0.00310 -C.CW. (+ - OPERATING TEMP. RANGE -20 °C ~ +100 °C
(A C | MOTOR C.CW. (-)| J_| CHANNEL B- STORAGE TEMP. RANGE | -25°C = +100°C
TACHOMETER OUTPUT VOLTS/1000 RPM 7 D | CHANNEL Z+ K | TACH. C.C.W. (-) 29 m/SZ
TACHOMETER RIPPLE PERCENT 1 E | CHANNEL B+ L | CHANNEL Z- ** CONNECTOR INDEX VIBRATION (TEST ARTICLES) | (5G) 10 ~ 500 Hz.
WEIGHT LB ) F | ENC.COMMON | M | ENCODER +5V FACING AWAY FROM 290 miS 2
G _| CHANNEL A+ N_| CHANNEL A- SHAFT END. SHOCK (TEST ARTICLES) (50 G) 11 mSEC.
* INDICATES +10% * TACHOMETER VOLTAGE OUTPUT
WHEN MOTOR ROTATE AS IN NOTE 1.
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BRAKE DATA CHART
NOMINAL TORQUE IN-LB 70.65 | “bwensone AREm morics | | APPROVAL | DATE GLENTEK .= e opa Ush,
4. SHAFT SEAL NOT INSTALLED. OPERATING VOLTAGE VDC 24 £6% | Torerces e AsroLtons. | DV BY i _ " 3103223026 FAX 3103227709
3. MOTOR FINISH: BLACK. MAXIMUM SPEED RPM | 10,000 | peomwa xx - so01 | KHALE | 01FEB1S | W2 o frionn Soel  wwwomeien
2. INCHES [MILLIMETERS]. ARMATURE PLATE INERTIA KgmZ | 0.54% 107 | aovmn = - s00 | Som | o1rests
1. WITH A POSITIVE VOLTAGE APPLIED TO PIN "H" (RED MOTOR LEAD) WITH | POWER WATTS | 18 NS 125 s | Y INSTALLATION DRAWING
RESPECT TO PIN "C" (BLACK MOTOR LEAD), THE MOTOR DRIVE SHAFT NOMINAL AIRGAP AT 20 °C o mm 0.30 — e s
WILL TURN IN THE "CCW" DIRECTION AS VIEWED FROM THE SHAFT END. EASKKQLES&?&E é“'\lﬁGT/I\'\;’ EA(TP%SW(E:R oFF) mm 0-§35 o.é.emgsnsav AND‘sr.ﬁegxuus&vsspaope%w craive  [SE | WODEL DRAWING NUMBER REV
ms oo DS e | G | GMR3340-27 30152-1 A
NOTES: UNLESS OTHERWISE SPECIFIED. BRAKE RELEASE TIME (POWER ON) ms 40 g:lEODRFv?:Iy&*u;égwgr&iig;v&gnizzL‘J'zcgossW\THOUT SOALE: 1.1251] FILE NAVE 30152-1RADWG ‘ SHEET 1 OF 1
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